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Weld on Eccentric Reducers
304 Stainless Steel
Schedule 40
Inches / Pounds
Part # Nominal Pipe Size Length (H)

Approximate 
Weight (in Lbs.)

KER.75X.5S ¾ x ½ 1.5 0.30
KER1X.5S 1 x ½ 2.0 0.30
KER1X.75S 1 x ¾ 2.0 0.30
KER1.25X.75S 1 ¼ x ¾ 2.0 0.40
KER1.25X1S 1 ¼ x 1 2.0 0.40

KER1.5X.5S 1 ½ x ½ 2.5 0.50
KER1.5X.75S 1 ½ x ¾ 2.5 0.50
KER1.5X1S 1 ½ x 1 2.5 0.50

KER1.5X1.25S 1 ½ x 1 ¼ 2.5 0.60

KER2X.5S 2 x 1/2 3.0 0.60
KER2X.75S 2 x 3/4 3.0 0.80
KER2X1S 2 x 1 3.0 0.80
KER2X1.25S 2 x 1 ¼ 3.0 0.80
KER2X1.5S 2 x 1 ½ 3.0 0.90
KER2.5X1S 2 ½ x 1 3.5 0.9
KER2.5X1.25S 2 ½ x 1 ¼ 3.5 1.4
KER2.5X1.5S 2 ½ x 1 ½ 3.5 1.6
KER2.5X2S 2 ½ x 2 3.5 1.6
KER3X1S 3 x 1 3.5 1.7
KER3X1.25S 3 x 1 ¼ 3.5 1.8
KER3X1.5S 3 x 1 ½ 3.5 2.0
KER3X2S 3 x 2 3.5 2.2
KER3X2.5S 3 x 2 ½ 3.5 2.3
KER4X1.5S 4 x 1 ½ 4.0 3.3
KER4X2S 4 x 2 4.0 3.0
KER4X2.5S 4 x 2 ½ 4.0 3.4
KER4X3S 4 x 3 4.0 3.6
KER5X3S 5 X 3 5.0 6.0

KER5X4S 5 X 4 5.0 6.4
KER6X2S 6 X 2 5.5 6.5
KER6X2.5S 6 X 2 ½ 5.5 6.5
KER6X3S 6 X 3 5.5 8.3
KER6X4S 6 X 4 5.5 8.9
KER6X5S 6 X 5 5.5 8.9
KER8X3S 8 X 3 6.0 9.8
KER8X4S 8 X 4 6.0 10.8
KER8X6S 8 X 6 6.0 12.3
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