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Threaded Flange
CLASS 150, 316 Stainless Steel

Inches / Pounds
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KTF.5SS ½ 3.50 0.44 1.38 1.19 0.62 0.62 — 4 0.62 0.50 2.38 1

KTF.75SS ¾ 3.88 0.50 1.69 1.50 0.62 0.62 — 4 0.62 0.50 2.75 2

KTF1SS 1 4.25 0.56 2.00 1.94 0.69 0.69 — 4 0.62 0.50 3.12 2

KTF1.25SS 1 ¼ 4.62 0.62 2.50 2.31 0.81 0.81 — 4 0.62 0.50 3.50 3

KTF1.5SS 1 ½ 5.00 0.69 2.88 2.56 0.88 0.88 — 4 0.62 0.50 3.88 3

KTF2SS 2 6.00 0.75 3.62 3.06 1.00 1.00 — 4 0.75 0.62 4.75 5

KTF2.5SS 2 ½ 7.00 0.88 4.12 3.56 1.12 1.12 — 4 0.75 0.62 5.50 7

KTF3SS 3 7.50 0.94 5.00 4.25 1.19 1.19 — 4 0.75 0.62 6.00 8

KTF4SS 4 9.00 0.94 6.19 5.31 1.31 1.31 — 8 0.75 0.62 7.50 13

KTF5SS 5 10.00 0.94 7.31 6.44 1.44 1.44 — 8 0.88 0.75 8.50 15

KTF6SS 6 11.00 1.00 8.50 7.56 1.56 1.56 — 8 0.88 0.75 9.50 19

* Dimensions conform to ASME B16.5
* Forged stainless steel material conforms to ASME A182
* NPT threads conform to ASME B1.20.1
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