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Weld on Caps
Schedule 80, 316SS

Inches / Pounds

Part #
Nominal
Pipe Size

Outside
Diameter

Inside
Diameter

Wall
Thickness

Length
(E)

Pipe
Schedule

Approximate 
Weight               

(in Lbs.)
KCXH.5SS ½ 0.84 0.546 0.147 1.00 80
KCXH.75SS ¾ 1.050 0.742 0.154 1.25 80
KCXH1SS 1 1.315 0.957 0.179 1.50 80
KCXH1.5SS 1 ½ 1.900 1.500 0.200 1.50 80
KCXH2SS 2 2.375 1.939 0.218 1.50 80
KCXH2.5SS 2 ½ 2.875 2.323 0.276 1.50 80
KCXH3SS 3 3.500 2.900 0.300 2.00 80
KCXH4SS 4 4.500 3.826 0.337 2.50 80
KCXH6SS 6 6.625 5.761 0.432 3.50 80
KCXH8SS 8 8.625 7.625 0.500 4.00 80
KCXH10SS 10 10.75 9.562 0.594 5.00 80
KCXH12SS 12 12.75 11.37 0.688 6.00 80

* Dimensions conform to ASME B16.9 & material conforms to ASTM A403, ASTM A960, MSS SP-43
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