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Wéld on Concentric Reducers

316 STAINLESS STEEL
Schedule 10S

Inches / Pounds
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Concentric
Nominal Pipe | Size 1 Size 1 Size 1 | Size 2 |Size 2 Wall| Size 2 | Length App_rox.

Part # Size oD Wall ID | OD |Thickness| ID H) | Weight

Thickness (LBS)
K10CR.75X.55S 3 X Y2 1.05 0.083 0.884 0.84 0.083 0.674 1 0.20
K10CR1X.5SS 1x1 1.315 0.109 1.097 0.84 0.083 0.674 2 0.20
K10CR1X.75SS 1x 3 1.315 0.109 1.097 1.05 0.083 0.884 2 0.20
K10CR1.25X.55S 1%axs 1.66 0.109 1442 0.84 0.083 0.674 2 0.30
K10CR1.25X.75SS 1Yax3 1.66 0.109 1442 1.05 0.083 0.884 2 0.30
K10CR1.25X1SS 1Vax1 1.66 0.109 1442 1.315 0.109 1.097 2 0.30
K10CR1.5X.5SS 1% x A 1.9 0.109 1.682 0.84 0.083 0.674 2.5 0.30
K10CR1.5X.75SS 1% x 3 1.9 0.109 1.682 1.05 0.083 0.884 2.5 0.30
K10CR1.5X1SS 1% x1 1.9 0.109 1.682 1.315 0.109 1.097 2.5 0.40
K10CR1.5X1.25SS 1% x1a 1.9 0.109 1.682 1.66 0.109 1.442 2.5 0.40
K10CR2X.55S 2X1/2 2.375 0.109 2.157 0.84 0.083 0.674 2.5 0.50
K10CR2X.75SS 2X 3 2.375 0.109 2.157 1.05 0.083 0.884 3 0.50
K10CR2X1SS 2x1 2.375 0.109 2.157 1.315 0.109 1.097 3 0.60
K10CR2X1.25SS 2X1Va 2.375 0.109 2.157 1.66 0.109 1.442 3 0.60
K10CR2X1.5SS 2x1% 2.375 0.109 2.157 1.9 0.109 1.682 3 0.60
K10CR2.5X1SS 2% x1 2.875 0.12 2.635 1.315 0.109 1.097 3.5 0.8
K10CR2.5X1.255S 2% x1 VY 2.875 0.12 2.635 1.66 0.109 1.442 3.5 0.9
K10CR2.5X1.5SS 2% x1% 2.875 0.12 2.635 1.9 0.109 1.682 3.5 0.9
K10CR2.5X2SS 2 x2 2.875 0.12 2.635 2.375 0.109 2.157 3.5 1.0
K10CR3X1SS 3x1 3.5 0.12 3.26  1.315 0.109 1.097 3.5 1.0
K10CR3X1.25SS 3x1Ya 3.5 0.12 3.26 1.66 0.109 1.442 3.5 1.0
K10CR3X1.5SS 3x1% 3.5 0.12 3.26 1.9 0.109 1.682 3.5 1.1
K10CR3X2SS 3x2 3.5 0.12 3.26 2.375 0.109 2.157 3.5 1.2
K10CR3X2.5SS 3x2% 3.5 0.12 3.26  2.875 0.12 2.635 3.5 1.3
K10CR4X1.5SS 4x1% 4.5 0.12 4.26 1.9 0.109 1.682 4 2
K10CR4X2SS 4x2 4.5 0.12 426 2.375 0.109 2.157 4 1.5
K10CR4X2.5S5S 4x2% 4.5 0.12 4.26 2.875 0.12 2.635 4 1.7
K10CR4X3SS 4x3 4.5 0.12 4.26 3.5 0.12 3.26 4 1.8

* Dimensions conform to ASME B16.9 & material conforms to ASTM A403
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Inches / Pounds Concentric

Nominal Pipe | Size 1 Size 1 Size 1 | Size 2 |Size 2 Wall| Size 2 | Length App_rox.
Part # size oD Wall ID | OD |Thickness| ID (H) | Weight

Thickness (LBS)

K10CR5X3SS 5X3 5.563 0.134 5295 3.50 0.12 3.26 5 3.0
K10CR5X4SS 5X4 5.563 0.134 5.295 4.50 0.12 4.26 5 3.2
K10CR6X2SS 6X2 6.625 0.134 6.357 2.375 0.109 2.157 5.5 3.2
K10CR6X2.5SS 6X2% 6.625 0.134 6.357 2.875 0.12 2.635 5.5 3.2
K10CR6X3SS 6X3 6.625 0.134 6.357 3.50 0.12 3.26 5.5 3.3
K10CR6X4SS 6X4 6.625 0.134 6.357 4.50 0.12 4.26 5.5 4.2
K10CR6X5SS 6X5 6.625 0.134 6.357 5.563 0.134 5.295 5.5 4.3
K10CR8X3SS 8X3 8.625 0.148 8.329 3.50 0.12 3.26 6 6.4
K10CR8X4SS 8 X4 8.625 0.148 8.329 4.50 0.12 4.26 6 6.6
K10CR8X6SS 8X6 8.625 0.148 8.329 6.625 0.134 6.357 6 7.0

* Dimensions conform to ASME B16.9 & material conforms to ASTM A403
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