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K4 Part # 

Min 
Exhaust 
Pipe OD 
(inches) 

Max 
Exhaust 
Pipe OD 
(inches) 

KRC1 1 1-3/16 
KRC1.25 1-1/4 1-7/16 
KRC1.5 1-1/2 1-11/16 
KRC1.75 1-3/4 1-15/16 
KRC2 2 2-3/16 
KRC2.38 2-1/4 2-7/16 
KRC2.5 2-1/2 2-11/16 
KRC2.75 2-3/4 2-15/16 
KRC3 3 3-3/16 
KRC3.25 3-1/4 3-7/16 
KRC3.5 3-1/2 3-11/16 
KRC3.75 3-3/4 3-15/16 
KRC4 4 4-3/16 
KRC4.25 4-1/4 4-7/16 
KRC4.5 4-1/2 4-11/16 
KRC4.75 4-3/4 4-15/16 
KRC5 5 5-3/16 
KRC5.25 5-1/4 5-7/16 
KRC5.5 5-1/2 5-11/16 
KRC5.75 5-3/4 5-15/16 
KRC6 6 6-1/8 
KRC6.6 6-5/8 6-3/4 
KRC8 8 8-1/2 
KRC8.6 8-5/8 9 
KRC10 10 10-1/2 
KRC10.75 10-3/4 11 
KRC12 12 12-3/4 
KRC12.75 12-3/4 13 
KRC14 14 14-1/4 
KRC16 16 16-1/4 
KRC18 18 18-1/4 
KRC20 20 20-1/4 
KRC22 22 22-1/4 
KRC24 24 24-1/4 
KRC26 26 26-1/4 
KRC28 28 28-1/4 
KRC30 30 30-1/4 

K4 Part # 

Min 
Exhaust 
Pipe OD 
(inches) 

Max 
Exhaust 
Pipe OD 
(inches) 

KRC2S 2 2-1/8 
KRC2.5S 2.5 2-5/8 
KRC3S 3 3-1/8 
KRC3.5S 3-1/2 3-5/8 
KRC4S 4 4-1/8 
KRC4.5S 4-1/2 4-5/8 
KRC5S 5 5-1/8 
KRC5.5S 5-1/2 5-5/8 
KRC6S 6 6-1/8 
KRC6.6S 6-5/8 6-3/4 
KRC8S 8 8-1/8 
KRC8.63S 8-5/8 8-3/4 
KRC10S 10 10-1/8 
KRC10.75S 10-3/4 10-7/8 
KRC12S 12 12-1/8 
KRC12.75S 12-3/4 12-7/8 
KRC14S 14 14-1/8 
KRC16S 16 16-1/8 
KRC18S 18 18-1/8 
KRC20S 20 20-1/8 
KRC22S 22 22-1/8 

Exhaust Rain Caps

Carbon steel rain caps are coated in high temperature paint. 

 

Stainless Steel Construction 

Pipe Fittings Direct 
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Constructed of 304 Stainless Steel  
 

Carbon Steel Construction 


